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Mounting
Ceiling surfaced or suspended - determined 
for continuous installation
Light source
LED
Optical system
Lenses
Wiring
Electronic control gear FIX / DALI
Emergency unit variant (3H)
Materials
Housing: sheet steel
Lenses: PMMA
Surface finish
Housing: white (RAL 9003)
Other colours on request
Accessories
System PRESTIGE
Service lifetime
50 000 hours / L80
Ambient temperature
from -20 °C to +35 °C

Benefits:
• High system efficacy up to 135 lm/W
• Quick and easy installation
• Correlated colour temperature of 3000 K 

or 4000 K

Areas of application:
• Industrial areas, shopping centres, libraries, 

storehouses

The Company reserves the right to change any product specifications without prior notification.

SMART-L MEDIUM WIDE 
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SMART-L 1.2 MEDIUM WIDE

SMART-L 1.5 MEDIUM WIDE

Type net lumen output 
(at Ta = 25 °C)

power 
consumption

system 
efficacy

color rendering 
index

correlated color 
temperature

emergency 
unit 3H

weight

(lm) (W) (lm/W) CRI (Ra) CCT (K) (lm) (kg)

SMART-L 1.2 MEDIUM WIDE 4000 32 125 80+ 3000 400 2.2
SMART-L 1.2 MEDIUM WIDE 4250 32 133 80+ 4000 420 2.2
SMART-L 1.2 MEDIUM WIDE 5950 54 110 80+ 3000 400 2.2
SMART-L 1.2 MEDIUM WIDE 6350 54 118 80+ 4000 420 2.2
SMART-L 1.5 MEDIUM WIDE 5100 40 128 80+ 3000 400 2.6
SMART-L 1.5 MEDIUM WIDE 5400 40 135 80+ 4000 420 2.6
SMART-L 1.5 MEDIUM WIDE 7650 68 113 80+ 3000 400 2.6
SMART-L 1.5 MEDIUM WIDE 8100 68 119 80+ 4000 420 2.6
Luminous flux tolerance +/- 10%
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Mounting
Ceiling surfaced or suspended - determined 
for continuous installation
Light source
LED
Optical system
Lenses
Wiring
Electronic control gear FIX / DALI
Emergency unit variant (3H)
Materials
Housing: sheet steel
Lenses: PMMA
Surface finish
Housing: white (RAL 9003)
Other colours on request
Accessories
System PRESTIGE
Service lifetime
50 000 hours / L80
Ambient temperature
from -20 °C to +35 °C

Benefits:
• High system efficacy up to 138 lm/W
• Quick and easy installation
• Correlated colour temperature of 3000 K 

or 4000 K

Areas of application:
• Industrial areas, shopping centres, libraries, 

storehouses

The Company reserves the right to change any product specifications without prior notification.
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SMART-L 1.2 DEEP

SMART-L 1.5 DEEP

Type net lumen output 
(at Ta = 25 °C)

power 
consumption

system 
efficacy

color rendering 
index

correlated color 
temperature

emergency 
unit 3H

weight

(lm) (W) (lm/W) CRI (Ra) CCT (K) (lm) (kg)

SMART-L 1.2 DEEP 4100 32 128 80+ 3000 400 2.2
SMART-L 1.2 DEEP 4350 32 136 80+ 4000 420 2.2
SMART-L 1.2 DEEP 5200 54 130 80+ 3000 400 2.2
SMART-L 1.2 DEEP 5500 54 138 80+ 4000 420 2.2
SMART-L 1.5 DEEP 6100 40 113 80+ 3000 400 2.6
SMART-L 1.5 DEEP 6450 40 119 80+ 4000 420 2.6
SMART-L 1.5 DEEP 7750 68 114 80+ 3000 400 2.6
SMART-L 1.5 DEEP 8200 68 121 80+ 4000 420 2.6
Luminous flux tolerance +/- 10%
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Mounting
Ceiling surfaced or suspended - determined 
for continuous installation
Light source
LED
Optical system
Lenses
Wiring
Electronic control gear FIX / DALI
Emergency unit variant (3H)
Materials
Housing: sheet steel
Lenses: PMMA
Surface finish
Housing: white (RAL 9003)
Other colours on request
Accessories
System PRESTIGE
Service lifetime
50 000 hours / L80
Ambient temperature
from -20 °C to +35 °C

Benefits:
• High system efficacy up to 140 lm/W
• Quick and easy installation
• Correlated colour temperature of 3000 K 

or 4000 K

Areas of application:
• Industrial areas, shopping centres, libraries, 

storehouses

The Company reserves the right to change any product specifications without prior notification.

SMART-L DOUBLE ASYMMETRIC 
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SMART-L 1.2 DOUBLE ASYMMETRIC

SMART-L 1.5 DOUBLE ASYMMETRIC

Type net lumen output 
(at Ta = 25 °C)

power 
consumption

system 
efficacy

color rendering 
index

correlated color 
temperature

emergency 
unit 3H

weight

(lm) (W) (lm/W) CRI (Ra) CCT (K) (lm) (kg)

SMART-L 1.2 DOUBLE ASYM 4200 32 131 80+ 3000 400 2.2
SMART-L 1.2 DOUBLE ASYM 4450 32 139 80+ 4000 420 2.2
SMART-L 1.2 DOUBLE ASYM 5300 54 133 80+ 3000 400 2.2
SMART-L 1.2 DOUBLE ASYM 5600 54 140 80+ 4000 420 2.2
SMART-L 1.5 DOUBLE ASYM 6250 40 116 80+ 3000 400 2.6
SMART-L 1.5 DOUBLE ASYM 6650 40 123 80+ 4000 420 2.6
SMART-L 1.5 DOUBLE ASYM 7850 68 115 80+ 3000 400 2.6
SMART-L 1.5 DOUBLE ASYM 8300 68 122 80+ 4000 420 2.6
Luminous flux tolerance +/- 10%

MEDIUM WIDE
4250 lm 4000 K

DEEP
4350 lm 4000 K

DOUBLE ASYMMETRIC
4450 lm 4000 K

Type net lumen output 
(at Ta = 25 °C)

power 
consumption

colour rendering 
index

correlated colour 
temperature

replacement
(linear T5)

weight

IP20 (lm) (W) CRI (Ra) CCT (K) (W) kg

SMART-L 1.5 MEDIUM WIDE 5100 40 80+ 3000 2x35 2.6
SMART-L 1.5 MEDIUM WIDE 5400 40 80+ 4000 2x35 2.6
SMART-L 1.5 MEDIUM WIDE 7650 68 80+ 3000 2x49 2.6
SMART-L 1.5 MEDIUM WIDE 8100 68 80+ 4000 2x49 2.6
SMART-L 1.5 MEDIUM WIDE 8500 80 80+ 3000 2x49 2.6
SMART-L 1.5 MEDIUM WIDE 8950 80 80+ 4000 2x49 2.6
SMART-L 1.5 DEEP 5200 40 80+ 3000 2x35 2.6
SMART-L 1.5 DEEP 5500 40 80+ 4000 2x35 2.6
SMART-L 1.5 DEEP 7750 68 80+ 3000 2x49 2.6
SMART-L 1.5 DEEP 8200 68 80+ 4000 2x49 2.6
SMART-L 1.5 DEEP 8600 80 80+ 3000 2x49 2.6
SMART-L 1.5 DEEP 9050 80 80+ 4000 2x49 2.6
SMART-L 1.5 DOUBLE ASYM 5300 40 80+ 3000 2x35 2.6
SMART-L 1.5 DOUBLE ASYM 5600 40 80+ 4000 2x35 2.6
SMART-L 1.5 DOUBLE ASYM 7850 68 80+ 3000 2x49 2.6
SMART-L 1.5 DOUBLE ASYM 8300 68 80+ 4000 2x49 2.6
SMART-L 1.5 DOUBLE ASYM 8700 80 80+ 3000 2x49 2.6
SMART-L 1.5 DOUBLE ASYM 9150 80 80+ 4000 2x49 2.6

INDUSTRY/RETAIL

STANDARD

ON REQUEST

up to
8300

lm

up to
140

lm/W

80+
Ra

SMART L
It couldn’t be easier to provide large-scale 

general illumination than with this innovative 

rail mounted luminaire. Add to this exceptional 

market-leading efficacies, high performance LED 

lens optics and full controllability, and you have 

a perfect line solution.

20

ANTIGLARE GRIDS

years 
warranty5

Luminous flux tolerance +/- 10%. The Company reserves the right to change any product specifications without prior notification.

Mounting Ceiling surfaced or suspended - determined for 
continuous installation

Optical system Lenses

Light distribution Direct 

Driver Electronic control gear FIX / DALI
Emergency unit variant (3H)

Materials Housing: sheet steel
Lenses: PMMA

Surface finish Housing: white (RAL 9003)
Other colours on request

Accessories System SMART L (see accessories)
On request: 
Antiglare grids

Service lifetime 50 000 hours / L80

Ambient temperature -20 °C up to +35 °C

EEC A++ / A+ / A



ACCESSORIES 

SMART L SYSTEM
TBP

SB

SBT24

SBT15

CHP02

CHS

RSE02

RS02

MRCP 01

MRE

MR

MRCP 01 - MOUNTING RAIL CONNECTION PIECE

TBP

Quick-fix bracket for installation of Tornado 
luminaire to the mounting rail.

SB - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for ceiling installation of 
mounting rail.

SBT24 - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for T-profile (24mm) ceiling 
installation of mounting rail.
LED Dimmer 4ch-AC input

SBT15 - BRACKET FOR CEILING 
MOUNTING

Quick-fix bracket for T-profile (15mm) ceiling 
installation of mounting rail.
LED Dimmer 4ch-AC input

CHS - CHAIN SUSPENSION

chain suspension of standard length 800mm.

CHP02 - CHAIN BRACKET

Bracket for chain suspension.

RSE02 - ROPE SUSPENSION WITH ELECTRIC CABLE

The rope suspension for electric connection. Depth adjustable suspension 
is used for holding of the mounting rail together with connection of the 
mounting rail to the mains. 3 or 5-core Driver of 1,5mm cross-section of 
standard lenght 800mm is available.

MRE - MOUNTING RAIL END PIECE

The plastic cover of the rail profile is used for the 
completion of free end of profile. End caps are 
made of self-extinguishing ABS. Rail end piece 
must be ordered separately.

RS02 - ROPE SUSPENSION

Depth adjustable rope suspension of standard 
lenght 800mm. Diameter of wire is 1,5mm.

MR - MOUNTING RAIL

Can be preinstalled with the 
Driver of 5 x 1,5mm or 7 x 
1,5mm cross-section.


